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Medstead Half Lantern With Pir 

 

Stock Code: MD7 PIR BLACK  Medstead PIR half 

Product Description 

Medstead half lanterns come with or without the PIR option. These individual exterior 

fittings are all made from cast aluminium and guaranteed for 5 years against corrosion. The 

PIR detector is guaranteed for 2 years. 

Product Attributes 

 Weight: 2.5 kg  

 Fitting Height: 495mm  

 Width/Diameter: 260mm  

 Projection: 140mm  

 Finish: Black  

 Build Materials: Cast Aluminium, Glass  

 Max Wattage: 1 x 100W E27  

 Voltage: 220-240v 50hz  

 Number of lamps: One  

 Bulb Included: No  

 IP Rating: IP43  

 Class I/II: Class II  

 Product Type: PIR Wall Lantern  

 Box Dimensions: 26.5x14.5x50cm  

 Barcode: EAN 5024005211600  

 Anti-corrosion guarantee: 5 years  

 Family: Medstead Half  



 
IP43       220 - 240V     Class 

II 
PIR SETTING FOR NR1 PIR, MD7 PIR, WX1/PIR 
 

IMPORTANT NOTE 
The setting of the timing and range controls for this lantern should 

be carried out at dusk in low light levels. The settings should not be 

carried out in daylight. 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Please note min to max  on both screws shown is ½ a complete turn. 

                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                    

THE UNIT WILL BE DAMAGED IF THE SCREWS ARE TURNED PAST THE 

STOPS 
  

View from underside of unit 

Fully anti-clockwise;-

 approximately 8 seconds  
Fully clockwise:-  

approximately 5 minutes 

 

SENSITIVITY SETTING. 

TIME SETTING 
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